
 
 

Annual Pav em ent  Maintenance 

Frequent ly Asked  Quest ions 
 
 

The Cit y of Santa Barbara Pavem ent  Maintenance Program  includes annu al con t racts 

for  asphalt  rep air/ overlay/ reconst ruct ion and slurry seal. 

 
The Cit y is divided into six Pavem ent  Maintenance Zones, 1 thro ugh 6.  The Cit y 

generall y schedu les pavem ent  m aintenance proje cts in each successive  m aintenance 

zone on a five-  t o eight-year cycle and selects st ree ts based on pavem ent  condit ion, 

t raffic volum es,  and ava ilable fund s. The zone schedu led for 2013  is Zone  6 located 

in the Downtown area. 
 

 
Occasiona lly you ma y see cont ract  const ruct ion crews perfor m ing th e pavem ent 

ma int enan ce in your neigh bor hood with oversigh t  by City inspector s an d eng ineer s. 

Each st ree t  t ake s approx im at ely one t o two weeks  to perform  aspha lt  rep air, 

over lay,  or reconst ruct ion. The slurr y seali ng and init ial t raff ic st r ipe paint ing of 

each st reet  wil l th en be independ ent ly schedu led and  comp leted within a week.  Two 

add it ional coat s of pa int  st r iping wil l follow.  You are invited to scroll th roug h the 

pictu res below to see how pavem ent  ma intenance is comp leted.  

 
How  I s Pavem ent  Maintenance Com pleted? 

 
One techn ique is asphalt  patching and/ or  over lay:  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The areas of faili ng asphalt  pavement  are identified and ma rked with whit e pa int . This 

step m ay be comp leted m onth s prior t o th e beginning of actua l const ruct ion so tha t 

th e City ma y quant i fy  the am oun t  of aspha lt  required for th e repairs.  

http://www.santabarbaraca.gov/NR/rdonlyres/2D508095-2256-4EBD-9AD2-C1FC8DEE2675/0/PavementMaintenanceZoneMap_UpdatedOct2011.pdf


 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

You ma y see tem porary traffic disrupt ions including parking restrictions, road closures, and 

detours du ring pavem ent  m aintenance act iv it ies. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The ph ot o above shows th e cutt ing , grinding , and rem oval of a fai led sect ion of 

aspha lt  concrete pavem ent . 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The crew ñt ack coat sò t he edg es of th e existin g aspha lt  concrete 

so that  it  bonds with t he new aspha lt .  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The crews place th e hot  aspha lt  concrete and compa ct  with ro ll er .  



Another  technique is slu rr y sealing:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Crews clean and fil l existin g cracks in th e pave m ent  with an aspha lt  sealant .  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The crew th en places asphal t  slurr y seal to reju venat e th e pavem ent 

and seal th e ro ad sur face. 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

After th e slurr y seal is appl ied, th e ro ad is closed  to t raff ic, 

and no parking is al lowed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
As a last  step, the thre e coat s of t raff ic st r ipe paint ing are app lied.  



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Following th e comp leted asphalt  pavem ent  m aintenance, 

stre ets are ready for  veh icular and bicycle use for years to com e. 


